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What’s in the box:
· 1 – Spider Mini Pretreatment Machine
· 1 – Cleaning Bottle
· 2 – Pretreatment Bottles 
· 1 – Waste Bottle
· 1 – Tubing for waste bottle
· 1 – Power Cord
· 1 – Power Cord adaptor for 110v

Initial Set-up:
1. Place Spider Mini on a flat surface. 
· If the machine sits tilted forward, or to the side, this can cause inconsistent pretreatmenting or improper draining of waste fluid. 

2. Open the back of the Spider mini by pulling down on the small black pulls on the back of the machine to access the pretreatment bottles. 

3. Attach the clear waste hose provided to the bottom of the machine where you see the waste port. This is located under the machine, near the back. It is recommended to have someone assist you to lift the back of the machine to have ample room to push on the tubing completely. 

4. Place the other end of the tubing in the Waste Bottle below the machine. If placed on a shelf above or on the same table as the Spider Mini, the machine will not drain waste fluid properly. 

5. Fill the labeled pretreatment bottles with pretreatment (approx ¾ full will suffice, do not overfill). The SpiderMini can either be filled with 2 different pretreatments or you may fill both bottles with the same pretreatment. If using a light and dark garment pretreatment, be sure to fill according to labels provided. It is not necessary for both bottles to contain pretreatment. 

6. Check the lever above the pretreatment bottles to be sure that the top of the lever is nearest the pretreatment bottle you want to use. 

· Bottle 1 – Left
· Bottle 2 – Right

7. Plug the power cord into the machine, then plug the power cord into a 110v outlet

8. Power the machine ON

9. Open a plastic window on the side of the machine by gently pulling on the metal knobs holding the plastic covers. Be sure to use both knobs as the plastic is held in place by magnets, not hinges.  Failure to do this may result in dropping and damaging the plastic windows.

10. Prime the machine by placing a cup or the Cleaning Bottle under the nozzle and push the CLEANING button on the back of the machine for approximately 10 seconds until pretreatment sprays out of the nozzle. 

11. When priming make sure the pretreatment liquid is spraying out of the tip perpendicular to the path of the spray. It should spray exactly horizontal with the front of the machine and the platen. 

· If it is not spraying horizontally please see Removing and Replacing the Nozzle referenced below

12. Replace the plastic window in the same way you removed it. Be sure to line up the magnets so it holds into place. 

13. Set your pretreatment speed by adjusting the knob on the front of the machine. The knob represents the speed of the sprayer. 1 being slowest and 10 being fastest. 1 will lay down the most pretreatment and 10 will lay down the least. 

· For the P30i Ink Set
i. Dark shirts with white ink: 5 – 8, depending on the type of shirt
ii. Light shirts with no white ink: 7 – 10, depending on the type of shirt
· Genuine DTG Ink Set
i. Dark shirts with white ink: 3 – 6, depending on the type of shirt
ii. Light shirts with no white ink: Optional 
· You will need to adjust these settings based on the types of inks / pretreatments you use, or your personal preference.  Due to the many different types of shirts available there is not a one size fits all setting on the SpiderMini to accommodate every type.  Therefore, some experimentation on the amount of pretreat (Setting used) may be needed.

14. Adjust the length of the spray pattern on the side of the machine by sliding the knob back and forth. The knob placement will adjust where the nozzle will stop and return to start. If you are using the entire length of the platen, but sure to have the knob pushed all the way to the back. 
· This gives the ability to pretreat just the top half of the shirt if needed. 

15. Slide the platen drawer out by gently pulling on the handle on the front of the machine to access the platen. 

16. Prepare your shirts for pretreatment according to your DTG Printer manufacturers instructions. Then place a shirt on the platen. Be sure to tuck the shirt in around and under the platen to ensure smooth operation of the drawer.

17. Completely close the drawer by pushing all the way in until the door is flush with the front of the machine. 

18. Push the green start button to begin pretreatment. The spray nozzle will move to the back and return to start. 

19. Once the nozzle is back to start and has stopped spraying your garment is ready to remove from the SpiderMini.

20. Open the drawer as before and remove the shirt. The garment will be damp, so handle with care. Cure you’re the garment according to your DTG Printer manufacturer’s instructions.














Cleaning the Spider Mini
1. Replace 1 bottle of pretreatment with Spider Wash by removing the bottle and replacing it with a liter bottle of cleaner. 
2. Insert the plastic tubing into the cleaner
3. Open side plastic as mentioned above. Take care not to drop the cover. 
4. Place your Waste Bottle under the spray nozzle and depress the CLEANING button on the back of the machine for 10 seconds. 
5. Clean the platen and the inside of the machine by moving the dial on the front of the machine to 1 and pressing the start button. 
6. Wait for the nozzle to return to start. 
7. Repeat this 2 more times for a total of 3 cycles. 
8. Remove the nozzle by unscrewing the black plastic cap holding it in place. The nozzle and cap will remove together. 
9. Using 3 different tools, (included soft bristled brush, Spider swab and pick) clean the nozzle. Under warm running water, scrub the nozzle with the soft bristled brush. Insert the swab into the deep hole opposite the small spray orifice and roll it between your fingers.  Use the wooden picks to remove any dried or difficult pretreat. The wooden pick will help remove any residue in the very small spray orifice and not damage it.  Scrub, swab and pick until clean.  Clean the nozzle as often as you can. DO NOT LET THE NOZZLE SIMPLY SIT FOR HOURS AND DAYS AFTER USING THE SPIDER MINI MACHINE. THAT WOULD BE BAD. IT’S JUST LIKE BURNING A $30 BILL.  
10. Place the nozzle in a small container with Spider Wash to sit while not in use. This will prevent any pretreatment solution from building up in the nozzle over time and increase the lifespan of your nozzle. 

 Removing & Replacing the nozzle
1. Remove the nozzle by unscrewing the black plastic cap holding it in place. The nozzle and cap will remove together. 
2. Place the nozzle inside the black cap with the flat portions facing up. 
3. Screw the black cap back into place but do not completely tighten
4. Adjust the spray nozzle so it is horizontal with the front of the machine and platen by looking at the groove in the nozzle. The groove should be aligned from side to side on the machine. 
5. Tighten the black cap to hold the nozzle in place. Hand tighten only, do not over tighten. 
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